How to change the Device Num from New IVMS Client Side
1. First, close the New IVMS Client.

2. Second, open the IVMS Client installation directory, find the ivmsCfg.xml file.
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3. Open the ivmsCfg.xml file , find the configuration item enableEditDevId to change the 0 to 1, and save it.
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4. Restart the IVMS Client, then you will find change Device Num function in the Parameter configuration.
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225 <Funchodule name="vehicleStatus" enable="0"/>
226 <FuncModule name="drivingStatus" enable="0"/>
227 <FuncModule name="vehicleFailure" enable="0"/>

228 ‘epidemicControl” enable="0"/>
229 "weightLimit" enable="0"/>

230 heightLimit" enable=r0"/>

231 <FuncModule name="keyword" enable="0"/>

232

233 | "regulation” enable="0">

234 ‘emergencyAlarn” enable="1"/>

235 KeyAreaAlarn" enable="17/>

238 <FuncModule name="fatigueDrivingAlarm" enable="1"/>

237 <FuncModule name="overspeedAlarn” enable="1"/>

238 <FuncModule name="aggregationAlarm” enable="1"/>

239 <FuncModule name="noTaxiMeterAlarn" enable="1"/>

240 <FuncModule name="outTownManagementAlarn" enable="1"/>

241 <FuncModule name="serviceQualityComplainAlarm" enable="1"/>
242 <FuncModule name="serviceRatingAlarm" enable="1"/>

243 </Moaule>

241 <Module name="report" enable="in/>

245 [l <Module name="config" enable="1">

226 <FuncModule name="enableCompressAlarm” enable="1"/>

247 <FuncModule name="enableServerAlarmshield" enable="0"/>

248 <FuncModule name="recordCalendar" enable="0"/> <!--R{@HF--
249 <FuncModule name="recordSubCodeStream" enable="0"/> <!--REBIHFFHALR-—>
250 <FuncModule name="shanDongZhongHuan” enable="0"/>

251 <FuncModule name="jk6aYunNan" enable="0"/>

gsz
= TreUporade” ene)

252 ‘use0ldonlineUpgrade” enable="0"/>
255 ‘useATModuleVersionQuery” enable="1"/>

25 ‘useOldParamSet” enable="0"/>

257 ShowNtpTimeMode" enable="0"/>

258 <FuncModule name="showJtAlarmLinkType" enable="0"/><!--B & RRHIFAMERIRE--
259 <FuncModule name="showSeventhBb" enable="0"/>

260 <FuncModule name="NewAcORecOffSel” enable=r1"/>

261 <FuncModule name="powerModeAlwaysOn" enable="0"/>

262 <FuncModule name="limitMapApiRequest" enable="0"/>

263 ‘enableTonTon" enable

264 ‘enableAltron” enable

265

266
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